
(406) 624-0435
242 DURSTON ROAD SUITE B

BOZEMAN, MT 59718
gnmcusa.com

GNMC Board and Ba�en

Panel Information:

Panel Testing:

 

Available Gauges:
Substrate:
Available Materials:

Paint Systems:

Warranties:

Minimum Slope:
Panel Coverage:

No Testing at This Time

Panel Notes:
• This panel uses 16”, 20” and 24” Coil
• This panel uses 3.625” of material to make the 16.375” 

panel.
• This panel does not require any clips.

26 GA, 24 GA
AZ 50 Galvalume on Painted material
Painted, Galvalume, Galvanized, Cold 
Rolled, Bonderized
Multiple paint systems. Contact a 
GNMC representative for information. 
Warranties are based on paint system. 
Contact a GNMC representive to 
discuss warranties.
Not A Roofing Product
12.375”, 16.375”, and 20.375”

Aged 
Copper

Terra Cotta Ash Grey Burgundy Charcoal 
Grey

Colonial Red Dark Bronze Dove Grey Evergreen Harford 
Green

Hemlock 
Green

Mansard 
Brown

Matte Black Medium 
Bronze

Patina Green

Regal Blue Regal Red Regal White Sandstone Sierra Tan

Slate Grey Solar White Stone White Surrey BeigeSlate Blue

Environmentally Smart Colors
Color chart options

Silver Copper Champagne Pre-Weathered 
Galvalume

Acrylic Coated 
Galvalume

Metallic Colors

Galv-Ten 
Raw

Copper-Ten 
Raw

Cor-Ten AZP Vintage

Weathered Colors

EXPOSED 
FASTENER PANELS


